RC Conversion Kit for Trumpeter
1/16 M4A3ES (Item no: 61620)

User Manual (Version 1.0)

Attention!

1) This kit is designed for experienced model makers. It may be
difficult for beginners. Please read this manual thoroughly to see
if you have the required skills and tools.

2) Cutting tools are used frequently in this kit. Extra care should be
taken to avoid injury. Wear hand gloves and eye protection
spectacle if necessary.

3) Keep room well ventilated when working with cements, paints
and organic solvents.

4) Visit www.35rctank.com for addition tips and update information.

side cutter apply cement

modelling knife do not apply cement

carving knife apply instant glue
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all purpose glue solder

hand saw apply lubrication oil
both sides polish with sand paper
Attention!
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945 M2x6 screw
©$1.6 +

drill ® 2.2mm hole  drill ® 4.5mm and 1.6mm hole

apply cement between
MEZ27 and bearing shaft
avoid stick moving part!

Co

apply instant glue carefully! apply cement between
avoid stick moving part! ME17, ME20

use step drillto @
make large holes
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Gearbox

1) attach the sprocket and adjust the position
2) move the gearbox to adjust track tension

secure the sprocket set screw here

drill speaker holes
for larger sound

(optional)

upper hull

snap catch
|
attach two snap catches lower hull
attach power switch attach MTC-2 mounting snap catch position
mounting plate plate (use all purpose
glue)

H ead Ia m pS apply aluminum sticker

to make mirror surface

‘E’l]‘\ ! i
drill 2mm hole on F5 ﬁ

and mounting plate

—

insert headlamp LED optical fiber
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Machine gun

cut gun barrel from A19 — ﬁ

drill @ Imm hole from
both ends

MG motor assembly
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0 enlarge A23 with a 8mm ball head polish tool ﬁ remove anw to upper hull

or reduce size of A25,A26 so that it is free

8mm ball head polish tool

to move inside A23

attach MG motor mount insert LED optical fiber to gun barrel

attach swing motor as shown

@ Upper hull
snap catches (step 6)
_

remove

MG7,12

hatch can be opened  attach ring gear attach speaker
for power switches
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Turret 116,17

remove

remove make $13mm hole

for main gun

attach turret assembly
apply cement to secure
mount platings

make sure turret assembly
is well aligned with turret

secure mounting plate
with M2x5 screws

Main gun

remove

L29 make #11.5mm openning
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ﬁ attach brass gun barrel

1) extend the main gun LED to 253mm, use a hair dryer to shrink the
tubing at middle

- “‘\
B RN

attach L29 with non permanent glue secure the gun barrel

insert gun barrel and recoil spring

o adjust recoil travel if necessary
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connect main gun LED cable
and machine gun LED cable

install turret to upper hull

@ Connections
secure power switch with M2x5 screw

head lights connector machine gun connector

rotate and secure locking plates

f ; ‘ N speaker connector

T-Plug 2 Cell 7.4V Lipo

| e .

A

4 CH 2.4G receiver secure MTC-2  ACU connector audio amp connector
with M2x5 screws

‘ Using Lipo battery

Use T-Plug 2 Cell (7.4V) Lipo

o Lipo battery can be dangerous if not use properly!
Follow all safety precautions and always use a dedicated Lipo charger.
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